
L, m W, m QTY of floats

L, m B, m
Menge 
Schwimmkörper

D, m S, m ILOŚĆ pływaków
L, m B, m QTY de flotteurs

W800 W900 W1200 W1200S W800 W900 W1200 W1200S
6 3,6 10 760 721 3.801 4.928 6.496 6.496 2.715 3.520 4.640 4.640

7,3 4 12 1.005 958 4.496 5.849 7.730 7.730 3.212 4.178 5.522 5.522
8 3 12 912 865 4.561 5.914 7.795 7.795 3.258 4.224 5.568 5.568
8 4 12 1.030 983 4.479 5.831 7.713 7.713 3.199 4.165 5.509 5.509

8,4 4 14 1.060 1.005 5.324 6.902 9.097 9.097 3.803 4.930 6.498 6.498
9,6 4 16 1.235 1.172 6.068 7.872 10.380 10.380 4.335 5.623 7.415 7.415
9,6 4,2 16 1.255 1.192 6.054 7.858 10.366 10.366 4.325 5.613 7.405 7.405
10 4 16 1.250 1.187 6.058 7.861 10.370 10.370 4.327 5.615 7.407 7.407

10,8 3 18 1.231 1.161 6.938 8.966 11.789 11.789 4.955 6.404 8.420 8.420
10,8 4,2 18 1.450 1.380 6.784 8.813 11.635 11.635 4.846 6.295 8.311 8.311
12 4 20 1.560 1.482 7.574 9.828 12.964 12.964 5.410 7.020 9.260 9.260
12 4,5 20 1.662 1.584 7.503 9.757 12.893 12.893 5.359 6.969 9.209 9.209

13,6 3,5 22 1.630 1.544 8.392 10.871 14.321 14.321 5.994 7.765 10.229 10.229
14 4 22 1.750 1.664 8.308 10.787 14.237 14.237 5.934 7.705 10.169 10.169

most popular platforms

50 % der Nettotragfähigkeit, kg

Float

Standard houseboat catamaran platforms

70% of netto Carying capacity, kg 50% of netto Carying capacity, kg

W 1200/800 W 1200 S/900

Steel weight, kg

Masa stali, kg 70% zanurzenia, kg 50% zanurzenia, kg

Stahlgewicht, kg 70 % der Nettotragfähigkeit, kg

Poids de l'acier, kg 70% de la capacité de charge nette, kg 50% de la capacité de charge nette, kg


